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The profound changes that continuously characterise modern-day life increasingly inspire us to find 
a new synthesis between technology and elegance, functionality and class, evolution and tradition in 
our daily habits, our relations, our way of interpreting our own home and outdoor spaces. In particular, 
the choice of lighting, the way it is used to dress spaces, must respond to a renewed vocation: it 
must be able to interpret the style and personal taste of the people who live those spaces, their 
unmistakeable love for beauty. The Augenti vocation is exactly that: it combines functionality and 
style, practicality and beauty, technology and class. 

Augenti interprets contemporary space, conducting in-depth research into beauty and class; design 
choices are made with the distinct objective of resolving all technical problems, all in a perspective 
of absolute elegance. Augenti was created for this very purpose: to increasingly adapt light to the 
real needs of contemporary mankind, combining the emotion of design with the quality of the Italian 
manufacturing tradition. 

In Augenti collections, the research and innovation distinguishing the forms and shapes create objects 
able to offer unique emotions thanks to their extraordinary design. Therein lies an unmistakeable allusion 
to exclusive atmospheres, which are in turn the result of a renewed commitment, while also the expression 
of an unparalleled culture and style. The Augenti collection proposes lighting elements able to interpret the 
style of those who love to surround themselves with seduction and provocation, continuously renewing 
their sophisticated complicity with objects of absolute value and unequivocal quality. 

Augenti is further distinguished by its valuable investment in research, innovation and design. 
Its production force has also enjoyed a new injection of energy and momentum thanks to the 
manufacturing capacity of the important brand from which it was acquired. 

Augenti offers a complete range of indoor and outdoor, residential and urban lighting products, designed 
and developed using only the highest quality primary materials with research into special treatments 
designed to guarantee improved durability and resistance, combined with the use of certified electronic 
components. 
Product quality is further guaranteed by continuous research and testing on the various components 
of the lighting process. Among other things, this includes innovative light control and management 
technology, the meticulous selection of eco-friendly materials and close attention to contemporary 
ecological needs. 
The company operates under a quality management system certified in accordance with standard UNI 
EN ISO 9001:2008. Moreover, its products are certified by Enec (European Norms Electrical Certification), 
a guarantee of their conformity to the European Standard EN 60598 (General Standard for Luminaires). 
Finally, all manufactured items are certified in compliance with European Directives 2004/108/EEC 
(Electromagnetic Compatibility) and 2006/95/EEC (Low Voltage Directive). 

RESEARCH AT THE SERVICE 
OF SUSTAINABILITY

CONTEMPORARY
AS A STYLE
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The value of a company’s proposal is also determined by the quality of the service offered to its 
clients. Service is one of the values making Augenti a safe and reliable partner for all your lighting 
needs. Our sales network is supported by our widespread international presence, both within and 
outside Europe; our after-sales service looks after the procurement of the various 
components and accessories; our dedicated in-house customer service guarantees accurate and 
prompt replies and is available to provide information of a technical or commercial nature; the 
logistics department 
ensures the punctuality and precision of deliveries, and the accurate inspection and verification 
of products sent to the client; the sales department is continuously committed to maintaining 
transparent and proper relations during the various transactions; the communication and marketing 
department guarantees the availability of a series of tools to make the client’s job faster, simpler 
and more efficient.

THE ADVANTAGES OF A 
COMPLETE SERVICE

The value of a style is the sum of a series of details that testify to a culture of quality 
in the various choices made. For example, the materials used, the finishes and production method, 
which harmoniously interact with the proposed aesthetic solutions.

Augenti was created and developed within the Italian manufacturing tradition as part of the “Made 
in Italy” experience, synonymous with excellence. All stages of the manufacturing process, from the 
moulding of stock shapes to epoxy powder coating, from warehousing and storage to assembly 
and wiring, are all performed within our own production facilities and satisfy the highest quality 
standards in accordance with the principles of Total Quality Management. 

THE EXCELLENCE OF MADE 
IN ITALY

Framon Group has recently developed a new sub-brand, Framon Components, entirely dedicated to the 
production of lighting components, which recently created the new Framon classic product line and 
also purchased the new Augenti brand some time ago. 
The rich and varied experience acquired by Framon in the lighting sector is therefore now also available 
to Augenti, which focuses on the development of reliable and innovative products characterised by a 
contemporary and meticulous design. As such, Augenti will help further rationalise the Framon Group’s 
national and international market presence, in order to offer new and additional advantages to clients.

MORE EVOLVED, MORE 
COMPETITIVE, 
MORE RELIABLE
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Our standard product finish has a 5-year warranty from the date of purchase 
of the product. 
The integrity of the coating is not guaranteed when the product is used in 
saline environments or in the presence of corrosive agents or incompatible 
substances. 
 
Any type of modification or tampering with the luminaires shall result in the 
automatic invalidation of the product warranty and marking. 

Since 2018, Augenti Lighting has been compliant with standard ISO 
9001:2015

5-YEAR CORROSION 
WARRANTY

ISO9001 CERTIFICATION

8



COMPANY

Scan the QR code to stay up to date on our news

VISIT OUR 
WEBSITE

http://www.augentilighting.it

@augenti_lighting

WEB

INSTAGRAM

@augentilighting Augenti Lighting
FACEBOOK YOUTUBE

linkedin.com/company/augenti-lighting
LINKEDIN
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SYMBOLS

Level Protection against the ingress of solid impurities Level Protection against the ingress of liquids

IP0x No protection. IPx0 No protection.

IP1x
Protected against solid impurities larger than 50 mm. 
Protected against access with back of hand.

IPx1 Protected against vertically falling drops of water.

IP2x
Protected against solid impurities larger than 12 mm. 
Protected against access with a finger. IPx2

Protected against falling drops of water up to 15° from 
the vertical.

IP3x
Protected against solid impurities larger than 2.5 mm. 
Protected against access with a tool.

IPx3
Protected against direct sprays of water up to 60° from 
the vertical.

IP4x
Protected against solid impurities larger than 1 mm. 
Protected against access with a wire.

IPx4 Protected against sprays of water from all directions.

IP5x
Protected against dust. 
(low levels and not on conductive parts)

IPx5 Protected against spurts of water from all directions.

IP6x
Total protection against the ingress of dust. 
(no trace)

IPx6
Protected against powerful spurts of water from all 
directions.

IPx7 Protected against the effects of temporary immersion.

IPx8 Protected against the effects of continuous immersion.

IP protection class (EN60598)
The International Protection (or IP protection class) in electrical engineering is a code that summarises the protection level of an electrical device 
against accidental or intentional contact with the human body or with objects, and protection against contact with water.

IK Code (EN62262)
IK Code is an international numeric classification for the degrees of protection provided by enclosures for electrical equipment against external 
mechanical impacts, and specify the capacity of an enclosure to protect its contents from external impacts, measured in Joule.

IK 00 01 02 03 04 05 06 07 08 09 10

JOULES 0 0.15 0.20 0.35 0.50 0.70 1 2 5 10 20

Insulation class (EN60598)
Electrical insulation classes represent the homogeneous grouping defined by the IEC (International Electrotechnical Commission) of the technical 
characteristics applicable to an electric device in order to limit the risk of electrocution resulting from a fault in said device.

Class III
Devices in this class do not have voltage values above the SELV (safety extra low voltage)

Class II
Devices in this class are designed in such a way that they do not need to be grounded

Class I
Devices in this class must have all their accessible parts grounded by way of an earth conductor.

CL I
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SYMBOLS

Suitable for light foot traffic 

Suitable for vehicle traffic 

Operating temperature 

Glow wire test

(EN 60695)

Made with UV-stabilised 
materials 

Beam Opening

Dimmable System

Not Dimmable System

Bollards/Ground 

Arches 

Accent lighting 

Cycle/pedestrian paths 

Access Areas 

Internal 

Porches 

Buildings and historical centres 

Car parks 

Residential areas 

Building façades 

Parks and gardens 

Urban Centres 

Meeting squares and 
pedestrian areas 

Diffused single emission 

Wall recessed 

Direct Beam

Ceiling / Wall

Diffused double emission 

Ceiling recessed 

Suspension

Spike

Single emission 

In-ground recessed

Ceiling 

Double emission Pole

Asymmetric 

Wall 

Adjustable 

Adjustable Diffuse

Shielded

Symmetrical on the plane

Plane emissions

Emergency Kit 1h/3h

Risk Group Exempt

(IEC/TR 62778:14)

Risk Group 1

(IEC/TR 62778:14)

+

3h

-

SPECIFICATIONS EMISSION

APPLICATIONS

INSTALLATIONLED RGB + W

Responds to EU requirements

on the subject of safety, health

and environmental

European Norms Electrical Certification. 
Responds to EU requirements on 
safety and performance of ligh-
ting fixtures. 

Floodlight
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LUNOS

LUNOS MAXI

MODO 
FLOODLIGHT
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MATRIX
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MOON

TRIM

LUNOS MAXI

KUBO

SILURO VELAMAXIMA ONE UP&DOWN

412

374

402

382

390 406394 398

370364 368

ORION ONEORION D ORION TL

418 420

B
R

IG
H

T
 S

T
O

N
E

S

430

PLATHO 125C PLATHO 200C OMEGAMICRON

428426

R
E

V
IE

W

R
E

V
IE

W

15

U
R

B
A

N
 

L
IG

H
T

IN
G

C
E

IL
IN

G
 

R
E

C
E

S
S

E
D

360

414

INDEX



AVAILABLE
COLOURS

PURE WHITE RAL 9016
00

BLACK RAL 9005
01

WHITE RAL 9010
10

BRONZE
24

RUST
25

ANTHRACITE
30

SLATE GREY
35

GREY RAL 9006
40
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FOR ENTERING THE COLOR 
IN THE CODE

EXAMPLE TWO:

NB: To order the desired COLOR, insert instead of ... one of 

the color codes

ES: to order article 309- ...LD3 in ANTHRACITE color, 

you will order the code  309-30-LD3

EXAMPLE ONE:

NB: To order the desired COLOR, enter the color code 

preceded by  .  at the end of the article code

ES: to order article 9801W/WR3.VS in ANTHRACITE color, 

you will order the code  9801W/WR3.VS.30

COD.
Source 

Flux

Fixture 

Flux
CCT CRI Power

9801W/WR3.VS 440 lm 195 lm 3000 K 80 4W - 220-240Vac 50/60Hz

9801W/NR3.VS 480 lm 210 lm 4000 K 80 4W - 220-240Vac 50/60Hz

9801W/WR3.V0 440 lm 310 lm 3000 K 80 4W - 220-240Vac 50/60Hz

9801W/NR3.V0 480 lm 335 lm 4000 K 80 4W - 220-240Vac 50/60Hz

9801W/WR3.V1 440 lm 130 lm 3000 K 80 4W - 220-240Vac 50/60Hz

9801W/NR3.V1 480 lm 145 lm 4000 K 80 4W - 220-240Vac 50/60Hz

LED SYSTEM WITH BUILT-IN DRIVER - Single Emission

The rated flux values refer to source LED at 
Ts65°C / ta25°C 
The Power/Flux in the table refer to maximum 
installable value
Lower powers are available on request, only 
for version with built-in driver
Single Emission version can be oriented both 
upwards and downwards

Installation:
Wall

Beam
VS=Diffuse
V0=60°
V1=10°

Single Diffuse Emission
with beam control
VS=Acid-frosted Glass 
V0=Transparent Glass
V1=Transparent Glass

Not dimmable

Beam
VS=Diffuse
V2=60°+60°
V3=10°+60°
V4=10°+10°

Double Diffuse Emission
with beam control
VS=Acid-frosted Glass 
V0=Transparent Glass
V1=Transparent Glass

Not dimmable

LED DIRECT AC SYSTEM - Single Emission

COD.
Source 

Flux

Fixture 

Flux
CCT CRI POWER

309-…LD3 1200 lm 270 lm 3000 K 80 12W - 220-240Vac 50/6

309-…LD4 1250 lm 285 lm 4000 K 80 12W - 220-240Vac 50/6

LED DIRECT AC SYSTEM - Double Emission

COD.
Source 

Flux

Fixture 

Flux
CCT CRI POWER

Borosilicate glass with internal acid-etched finish with transmission LT>60%. 
Glass gasket in neutral cross-linking silicone glue - Tx-50/+250°C UV resist.

Internal and external screws in A2 Stainless Steel
IP65 Megol resin cable gland UV-Resist. GWT850°C

The rated flux values refer to source LED at 
Ts85°C / ta25°C 
The Power/Flux in the table refer to maximum 

Beam
>100°

Single Diffuse Emission
Frosted Glass

Not dimmable

>100°
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